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Specification Features
General Modular skid mounted 3 pcs.  configuration,

Heli -portable, Zone -2  rat ed,
Air Conditioned Operator Cabin, 
80 hp Powerpack
Drum Capacity : 6,000 meter of 0. 108 ”  wire
4 Jacking c astors fitted in each Skid
Automatic Shut -down on over pull
A chain is included to secure the wireline unit to 
the helideck

Module -1: Powerpcak : 1. 3 MT  with Hydraulic and 
diesel
Module -2: Air -Conditioned Operator Cabin , Data
Logger, Bench for 3 persons. BOP Control with 10
ltr Accumulator fo r, Stuffing Box Control .
Weight 750 kg
Module -3: Winch Module with facility to carry 
lubricators. 2 hose  reels, one for BOP control with 
duel Hose and One for Stuffing Box Control .
Weight: 1. 3 MT with 6000 meter of 0.108 ”  wire

Documentation Complete operations, maintenance and spare parts
manuals supplied Complete certification manual 
supplied

Certification Certified  by third party such as ABS / BV for use in 
zone -2  environment with accessories

Connecting Hoses & 
Cooping

20 ft of connecting hoses with quick coupling to 
connect wi reline  winch, powerpack.

Lifting Slings Certified 5 leg lifting slings for power pack and 
winch unit. 
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Power P ack Module Diesel Engine Driven 84  hp hydraulic Powerpa ck.
Rated for Zone -2
Fuel tank Cap acity: 20 gal
Hydraulic tank capacity: 3 3 gal

Dimension  & Weight 1800 x 1410 x 1621 mm high
Weight : 1. 3 MT with all fluids 

Engine Wate r cooled diesel engines rated 84 hp @ 22 00 rpm .
Engine Make: JCB (UK)

Hazardous Area Rating Zone -2 rated meets international standards
BS-EN 1834, ATEX (94/9/EEC), EEMUA No 107 (1992),
BP 200, OCMA-MEC 1, Shell ISO 27, BS5908 Zone 2 and 
with following components

Inlet Flame Trap
Inlet Air -Shutdown Valve actuated by engine over -
speed
Fuel Supply shutdown valve
Anti -static Fan Blades
Anti -Static Fan Belt
Exhaust Spark Arrestor, Exhaust Gas Cool er
Secured Dip Stick
Instrument panel with oil pressure  gauge, water 
temperature gauge, Exhaust temperature gauge, 
tachometer with hour meter.
Secured Oil filler Cap
Low engine oil pressure safety shut -down
High water temperature  and high  exhaust
temperature gauge shut -down  system
Engine over -speed shutdown activated by presence 
of LEL and hazardous gas H2S.
Engine sur face and exhaust tempera ture is 
maintained within  2 0 degree C 
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Starting system Mechanical Recoil Inertia Spring starter

Hydraulic system Closed loop hydraulic system with variable 
displacement  pump and motor and having hydraulic 
displacement control  that gives low line speed 6ft/min 
for MPLT application and high speed for slickline 
application with high acceleration for effective jarring

Auxiliary  hydraulics Additional pump to supply  hydraulic power to power
Mast and Hy draulic Driven Generator rated 2 3 gpm

Cooling system Engine Cooling system is good for 5 0 degree C  ambient 
temperature

Instrument Panel Engine Oil Pressure Gaug e
Engine Coolant (Water) temperature gauge
Engine Exhaust Temperature  Gauge
Mechanical Engine Shut -down lever
Combined engine RPM & Hour meter

Operator Cabin Heli -portable
Air -Conditioned Opera tor Cabi n
Bench for 3 person
BOP Control
Stuffing Box Control
Digital data logger to rec ord and disp lay real - time
depth tension & line speed . Data can be downloaded 
to a  USB
2 Flood light removable during transportation

Dimensions & Weight 1860 x 1300 x 1829  mm high .
Weight: 750 kg
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Air -conditioning System Zone -2 rated  Air conditioner 18,000 btu/hr  mounted 
below the ben ch  and ducted to the cabin  for ef fective
cooling

BOP Control BOP can be closed and open from the operator console 
with hydraulic power from the power pack. 10 ltr 
accumulator with automatic charging. In emergency 
BOP can be closed in 30 sec from the accumulator even 
the power pack is sto pped

Data  Logger Digital data logger to rec ord and disp lay real - time
depth tension & line speed . Data can be downloaded to 
a USB

Lighting 58 watts explosion proof florescent  light inside the 
operator cabin 
2 portable explosion proof  flood  light each rated 70 
watt stow able with Winch Module when not in use

Operator Console Direction and speed Contr ol for Drum from a single 
valve
Drum Brake Control
Hydraulic Control for traverse assembly for side 
shift of the measuring device
Ergonomic Operator Seat
Weight Indicator 0 -3 000 lbs.
Mechanical Depth Counter Measuring in feet
Hydraulic Pressure Gauge
Remote Control for adjusting line pull
Pneumatic Engine Throttle & Stop Control
Data Logger
BOP Control
Stuffing box control
Light switches explosion proof
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Drum Module Skid Mounted Drum Module with docking facility 
with the operator cabin. It has winch drum, foldable
measuring device, side rack  to carry lubricators. 
Storage facility to carry all hydraulic hoses. 2 hose
reels, one for BOP control with duel Hose and One 
for Stuffing Box Control.
Hydraulically operated traverse assembly
Hydraulic driven generator  zone -2 rated 

Drum Drum Capacity: 6,000 meter of 0.108” wire and 
18 ,000 ft of 0.125” wire

Brakes Positive  brake system: Always drum is under brake,
bra ke is re leased when air pressure is applied
Pneumatically  operated non asbestos band brake 
mounted on drum directly .

Hydraulics & Drum 
Drive

Closed loop hydraulic s ystem for extremely high 
controllability and full  speed/torque range. 
Chain sprocket reduction drum to gearbox.

Measuring Device 16” traditional post mounted wrap around head and 
can be set up for imperial or metric measurement of all 
slickline wire and braided line. It is lightweig ht and 
optical encoder is installed for electronic read -out of 
line speed, depth and tension when combined with the 
data logger. 

Weight  indicator system Standard hydraulic weight indicator systems are 
supplied wi th a  hydraulic load cell, 100 feet of hydraulic 
hose and a weight indicator gauge calibrated in pounds 
or kilos.
A pressure sensor installed in the system in order that 
the system can be used with the Data Logger which will 
give electronic read out and re cording of tension. 
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Depth Counter Mechanical Veeder Root Depth Counter mounted on operator 
console measuring in feet or meter

Data Logger Digital data recorder and displays and record depth, 
line speed, line tension, line speed on real time basi s.
Data can be downloaded in a USB.
The unit is portable and can be unplugged after each 
operation.
The system is rated for zone -2
Make: Eztek (UK)

Electrical Supply Hydraulically   driven zone -2 certified  generator rated 
6.6  KVA/1Phase/50 Hz 

Line Speed & Line Pull Line Speed with drum full : 3, 500  ft/min
Line Speed drum e mpty : 1000  ft/min maximu m
and  6  ft/min  minimum for MPLT application
Line Pull at drum full : 7,000 lbs
Line Pull at drum empty  3, 000 lbs 


